
8 Zone 
Alarm Access

Wall Bracket 
Included in Box

System Linux

Display Screen 7” IPS Touch Screen

Display Resolution 1024 x 600

Display Brightness 300cd/m2

Touch Screen Type Capacitive

Video Input Up to 4CH Video Preview

Network Input Resolution 6MP; 5MP; 4MP; 3MP; 2MP

Video Compression H.265+ / H.265 / H.264

Audio Compression G.711(U/A)

Playback 1CH Simultaneous Playback

IPC Performance (Linked) Max. 16CH

Linked Indoor Extensions Up to 5

Video & Display
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Built-In Mic
& Speaker

Interfaces

Interfaces

Alarm 8CH Alarm Input

Wi-Fi 2.4G Wi-FI

Reset Button Yes

Storage Micro SD card slot 
(supports up to 256GB)

Network Bandwidth Incoming: 40Mbps;
Outgoing: 40Mbps

Network RJ45 (100Mbps)

Audio 1CH speaker; 
1CH built-in microphone
(Noise suppression & 
echo cancellation)

7” Video Intercom Indoor Station
CODE: VIP-INTERCOM-INDOOR

Power Supply DC12V / PoE

Power Consumption < 6W

Operating Environment Temperature: -20°C to +50°C; 
Humidity: Less than 95% 
(non-condensing)

Dimensions 180.6mm x 135.6mm x 26.8mm

Weight 0.36kg

Certificate UKCA, CE, FCC, PSTI 2023, RoHS, 
WEEE, REACH (EC1907/2006)

Parameters & Dimensions


